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TheDesigner 1.0 User Manual

® To customers of T.I.T ENG:
This User Manual offers all information that user needs. We hope this manual would be a great help when using this program.

Name of Model : TheDesginer 1.0

® Main Article
Warning : Please install program and driver following instruction in the user manual.

Notice : This user manual may not be exactly same as real condition depending on improvement of program and modification of error.

® Type of Manual
Manual of TheDesigner 1.0 is organized as below. Please refer to the manual in order below.
» Guidebook of Installation — offered as a pamphlet.
It shows how to install program
Please utilize this for installation and re—installation of this program.
» User Manual - Offered as PDF format

It notifies standard usage of this program.
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1. Operation of Program
B The Designer 1.0 operate program by clicking Start>All Program>TITENG>TheDesigner .0

2. Main Screen

" POINTMAN Card Designer™ - [New Card 1]
F File Draw Tools Window -8 %

o002e- o

—.
Position(%, Y): (111,12, -14.69) mm | |—|Ribbon:(\@)al - == = | 911872008 1:34:59 FM A
=

@ Notifying Update
— You can update new program through Internet when new function of program is added.

- Program Update doesn’t appear when there is no update.

T.IT ENG Co. Lid. Page 5 POINTMAN
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@ Function Button Bar

- Consists of New, Open, Save, Print, and Exit button

@ Item Tool Bar
- Image, text, bar code, and various diagrams are printable on Card.
- Data can be encoded with Magnetic, IC, and RF(Option).

@ Screen of Card Design

— It displays printing area on cards, and cards are issued after designing image.

@ Condition Bar

- Program and working condition like date, ribbon condition, chosen item, etc are displayed.

‘ T.I.T ENG Co.,Ltd.
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3. Setting of Option

Prinker Tesk

Database

. .
= Please select option, then you can set program environment

Co nfigu re

— Color Qual@ = Ril:ul:u:un@

* 32 Level 256 Level

Type |YMCKO -]

— Magnetic Cnercivit@
i~ High i+ Low

DitheriEraphic)
@ £+ Error Diffusion{Default)
{ Line Ak

{ Crdered

— Application Link,

©)

Save J [ Cancel

@ Select the printing quality of image.
- 32Level is recommended for quick printing, and 256 Level is for high quality printing.
@ Select Ribbon Type to print.
- YMCKO is needed for color printing, and K or K WaxResin(KO) for Black & White printing.

@ TITENG Sl rFege 7 POINTMAN
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Set the method of correction of black & white image

— You can select this method in case of black & white printing.

Select core type of Magnetic Strip

— Please set this after checking core type of Magnetic Strip

Set link of external program that can be written & read on IC & RF Card.

@@ ® ©

Operate printer control program to change setting value of printer.

— Please refer to remote control program part of printing manual.

‘ T.I.T ENG Co.,Ltd.
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4. Use of Program

4-1. Designing Cards

4-1-1. Setting of Card Properties

Conkrol k

Zoam b

Set card size

Properky
Property - Card

Colar Direction

Card Color $00FFFFFF [~ ™ Wertical

Backgnd Calor = - {*" Horizontal
EBackground Image

A

I use | Q) | E]

Overlay

Preview

o Al Overlay ™ User Select I

" Magnetic Strip Lnselect Left Eﬂp E
[oiae [ 0]

" I Chip Unselect ‘Widkh

Save Cancel

@ It is own name that indicates cards and User can’t change this voluntarily

You can change card properties by selecting properties from pop—up menu after clicking right button of mouse on the window of card design.

T.IT ENG Co.,Ltd.
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It decides color that covers actual printing area on the window of card design.

It decides color that covers the area excluding printing area on the window of card design.
It decides the direction of card when designing cards.

Image file can be attached as a background to offer convenience when designing.

— The image is not printed although the image appears when designing.

© O©®O

It sets the area of overlay.

- Basically whole printing articles of overlay are added.

- You can add selected articles and also can delete added articles by Add/Delete button.

- Overlay can be protected on the part of magnetic/IC when you click ‘Add’ button after selecting ‘Without Magnetic’ and “‘Without IC Chip.
- You can select printing or non—printing area by selecting ‘User Selection” and dragging preview area by mouse.

- You can set print or non—print by clicking the printing check box of selected area.

- User Selection Area can be added by clicking ‘Add’ button after area setting.

— You can check the area of overlay printing or non—printing from Preview area by selecting added articles on the list left.

‘ T.I.T ENG Co.,Ltd.
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4-1-2. Drawing Diagram

You can draw a straight line, square, round square, circle, etc by selecting the items of diagram from Item Tool Bar.

The method of drawing diagram is
1) Select diagrams from Item Tool Bar
2) Click left button of mouse from the spot of drawing on the window of card design.
)
)

Move(Drag) mouse clicking the left button of mouse so that you can adjust the size of diagram.

w

4

M |n case of straight line, you can draw 45° straight line, or correct horizontal or vertical line by clicking ‘Shift’ Key on the keyboard from the condition of 3).

The selected Diagram appears by taking your finger away from left button of mouse.

Conkral »
Zoarm k

Set card size

Property

You can change diagram by selecting ‘Properties’ on pop—up menu by double-clicking the diagram or clicking the right button of mouse.

™ T.LT ENG Co. L. Page 11 POINTMAN
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Property - Shape

Marne Rectanaglel | @

Puosition & Size . General Setting
@ o [ 1841 widh [ 15402 W prining  (3)
Top | 2064-3]  Heignt 18175 ™ Print to black panel (Z])

Color @

PenSize | = PenColor [ 4oooooooo | -

Erush Color | $00000000 | B - Fill * Opague Transparen@

Edae @
Size | l :]

[ Save ” Cancel

It is own name that indicates item and User can’t change this voluntarily

It shows the position and the size of item.

- You can adjust the position, or can change its size by changing the input value.

You can set printing or non—printing by clicking ‘Printing” although you have drawn item when designing.
Printing on black panel can be decided although you print image on color ribbon.

- In case of image of black color, printing on black panel will improve printing quality.

It decides the thickness & color of outline, and the color inside from the items.

It decides coloring or transparence of items inside.

e e O

In case of round square, it decides the size of the round area when you change the edged part into round shape from square.

TITE . Ltd.
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4-1-3. Drawing Image

=]
You can add image by selecting image item from Item Tool Bar.

The method of adding image is
1
2

Select Image from Item Tool Bar.

Click the left button of mouse on the spot of drawing from the window of card design.

w

Move(Drag) mouse clicking the left button of mouse so that you can adjust the size of image.

SRS

Bring image to add by clicking the button of ‘Select Image’.

(&2}

)
)
)
) The area of image is set, and the window of image properties appears by taking your finger away from left button of mouse.
)
)

Click ‘Save’ after setting the value of properties following the method to display.

‘ T.I.T ENG Co.,Ltd.
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Property - .image

aime

Position & Size Stretch bo card General Setting

Left width [ Printing
Top Heignt: [ Print to black panel

Ru:utatin:@ Flip & Reverse
0 (90e (" 1s0e (" 270° [~ Flip @ !—'Reve@

Setup
[ Skretch ta Region @
[v Fill For Rate @

Align @

[ Select Image Effect

@

L Save J[ Cancel ]

You can rotate image.
You can turn the image by up & down

You can turn the image by left & right.

® @O

You can extend or abridge the image by setting selected area.

@ TITENG Sl peoe 14 POINTMAN
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— The image size may be different compared to its original size when you set this property.

@ It draws selected area maintaining the rate of up & down or left & right of image.

— The image appears like the original image; but, a part of area may be cut.

@ In case of selecting @option, it decides the disposition of image to center, up & down, or left & right according to the setting value.

@ You can bring image to draw.

‘ T.I.T ENG Co.,Ltd. Page 15
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4-1-4. Drawing Text

A

You can add text on the window of card design by selecting text item from Item Tool Bar.

The method of adding image is

1) Select text from Item Tool Bar.

)
2) Click left button of mouse on the spot of drawing from the window of card design.
3) Move(Drag) mouse clicking the left button of mouse so that you can adjust the size of text.
4) The area of text is set, and the window of text properties appears by taking your finger away from left button of mouse.
5) Input text you wish on the window of text input
6) Set proper font and effect by clicking the button of font change.
7) In case of inputting text more than two lines, set proper space between lines.
8) Select ‘Save’ after selecting the method of rotation and array.

‘ T.I.T ENG Co.,Ltd.
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Property - Text '
Position & Size General Setting
teft [ 1164 wiath [ 3599 W Printing

Top 14285 Heiont 11.93-] [ Print to black panel

Rotation Flip & Reverse
Q0= (90 ( 180° ( zme I [ Fl [~ R
TITENG CO., LTD.

D

Fant @
Name | Tahoma | Size | 'ID| Color -

Align @
{+ Left Align (" Center Align ¢ Right Align

Save Cancel

It sets font to input.

— You can change font by clicking button “Font”.

It sets the space between lines of text.

®»e © ©

It sets disposition of text.

B A part of text line from forward & backward or downward may be cut according to the size of selected area.

You can input text to be shown on the window of card design.

TITENG CO., LTD.

- You can input many lines, and the space between lines will be decided by @

T.IT ENG Co.,Ltd.
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4-1-5. Drawing Bar Code

(A
Bar Code can be added on the window of card design by selecting bar code item from item tool bar.

The method of adding image is

1) Select bar code from Item Tool Bar.

)
2) Click the left button of mouse on the spot of drawing from the window of card design.
3) Move(Drag) mouse clicking the left button of mouse so that you can adjust the size of barcode.
4) The area of text is set, and the window of bar code properties appears by taking your finger away from left button of mouse.
5) Input bar code text you wish on the window of bar code input
6) Set the type of bar code to print.
7) Set each option according to barcode type.
8) Select ‘Save’ after setting fonts to apply on code.

‘ T.I.T ENG Co.,Ltd.
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Property - Barcode

hlame

Position & Size Stretch to card General Setting

Left width W Printing
Top Heigrit | Prink ko black panel

Rokation Flip & Reverse

i (T eg=s (" 180°  270¢ [

Bar Type |CEIE|839 - @

Code [ 0123456753 2] §.) ¥ show code @

Bar Calor $00000000 m-3
v $00FFFFFF 15

[ show Guard Characker @

Fonk @ . .
e ([ e [CEew | | H“W“ \H

ine Space | = 0123456789

[ Save J[ Cancel

@ You can select the type of barcode.

— The shape of bar is changed by the type of barcode although the text of barcode is same.

— The type of barcode we supply is UPC-A, UPC-E, EAN8, EAN13, Interleaved 2 of 5, Codabar, Codel11, Code39, Code93, Code128.

TITE . Ltd.
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@ You can input data to print

- There is limit of text type that can be printed according to the type of barcode.
® UPC-A: A figure of 11~12 places
®* UPC-E : A figure of 6places
® EANS8: A figure of 7~8places
® EAN13: A figure of 12~13places
® Interleaved 2 of 5 : A figure
® Codabar: A figure and $-:/.+)
® Codel1: A figure and -
® Code39: Alphabet, A figure, -, $,/,+,%,*, and blank
® Code93: Alphabet, A figure, =, $, /, %. *, and blank
® Code 128: All Figures and text
It decides if you mark by text on barcode so that anyone can see the data of barcode.

It selects the color of bar to be printed. Basic color is black.

@ ® ©@

You can set the background of selected area of barcode item.

- In case you print barcode on image or other items by overlapping, the barcode may not be recognized, so you should set the background color so that the

barcode can be amicably recognized.
@ It decides the options that influence the shape of barcode.

- The option that is shown is different according to the type of barcode.
® UPC, EAN: subsidiary text (A figure of 2 or 5 places), Tail Guardbar.
® Interleaved 2 of 5 : Check Text, BearerBar
® Codabar, Code39: Guard Character
® Codel1, Code93: Check Text
® Code128: Use Check Text, Expanded Sentence Structure (CodaA, CodeB, CodeC)

@ It can change the font of code area.

‘ T.I.T ENG Co.,Ltd. 2
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4-1-6. Adding Magnetic

il'"'-_;_;.

You can add magnetic on the window of card design by selecting magnetic item from Item Tool Bar.

The method of adding magnetic is

Select Magnetic from Item Tool Bar.

When selecting Magnetic, Magnetic shape automatically appears on the window of card design.

Select “Properties” by double clicking Magnetic Item or clicking the right button of mouse.

Select ‘Save’ after setting track and data to encode on the window of Edit Properties.

Property - Magnetic

Mame | Magneticl

Track 1 @

[w Lse

Track 2

[w Lse

Track 3

[ Use

@

[TITENG CO., LTD .
Input the aszembly of alphabet and figure upto 76 spaces

0123456759 -

Imput only figures upto 37 spaces

Impt only figures wpto 104 spaces

[ SavVE ” Cancel

@ It activates track to encode.

@ It inputs data to encode.

T.I.T ENG Co.,Ltd. Page 21
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- You should input text checking the text and length that is available per track
® Track 1 : You can input Alphabet and Figure up to 79 places.
® Track 2: You can input Figure up to 40 places.
® Track 3 : You can input Figure up to 107 places.

- 1f @ isnot set, data is not encoded although you input data.

‘ T.I.T ENG Co.,Ltd. 22
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4-1-7. Adding Smart Card(Contact Card)

|C Chip can be added on the window of card design by selecting IC items from Item Tool Bar.

The method of adding IC Chip
1) Select IC item from Item Tool Bar.
When Selecting IC, IC shape automatically appears on the window of card design.

2) IC performs encoding from additional security program. (refer 3. option@)

=

‘ T.I.T ENG Co.,Ltd. 2
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4-1-8. Adding Smart Card(Contactless Card)

Planning to add function

‘ T.I.T ENG Co.,Ltd. 2
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4-1-9. Data Link

In case of issuing various cards that have same design; but, the data is different, you can issue various cards with same design when you link each data field and each
item of the design after making out data(Excel or Access) in advance.

When building data, you should make out text correctly according to fixed rule so that you can reduce trouble when issuing cards.

The method of link using excel data is

1) Build Excel Data.

i | E | [ | [ | E
1 Mo, F.Mame L.MName Date Image @
2 |0e-019 Kang mi rae 2008, B, 28 CWhampleWmirae,jpg
3 |06-042 Kang eun jung 2006, 6,28 C¥SampleWeunjung. jpg
A |06-049 kU Sean-mi 2006 6 28 C%Sample¥Wseonmi jpg
L5 |0e-0182 Kim Eyvoung Hee 2006, B, 28 C¥%SampleWkyounghee jpg
5 |0E-012 Kim Bvoung Hee 2006, 6,28 C%WSampleWbyounghee jpy
7 0e-0&4 Eim bo bae 2006. 6. 28 C%SampleWbobae. jpg
2 |0s-010 Kim sung hwun 2006, 6, 28 CSampleSsunghyun.jpg
s 06-054 Kim £ h 2006 6, 28 CSampleW¥Wseah. jpg @
10 |0E-033 Kim SO min 2006, 6. 28 C%SampleWsoomin jpg
11 |06-D47F Kim YED ae 2006, B, 28 C%SampleWyeoae. jpg
12 |06-021 Kim veon soo 2006, E. 282 C%Sample¥Wyeonsoo. jpg
1% |[06-014 kKim woung ae 2006, &, 28 C¥%WSampleWyoungae. jpg
14 |0E-032 Kim 2un jung 200E, B, 28 CoSampleWeunjung.jpg
1R INR-NRMN Kim il =N PONR. R 25 CSamoleWiisun.inag

D Itis line that shows the row of subject. You can use this as a field name that can link data from the program.
@ In case there is image design, you should input path of image correctly so that image can be printed correctly.
@ You can input text correctly without mistypo for other data.

@ save excel data on the position of C:WSampleWSample.xls
2) Link Excel Data that is built from 1) and card.

T.IT ENG Co., Ltd. Page 25 POINTMAN
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Wiindow

Printer Tesk

@ Open the window of Data Link by Selecting Data Link from main menu

t.unnect wizard

Database

This wizard will help your data connection.
once you input information from the next stage,

wol will be ahle to use data field at each object of card.

Start yourwork by pressing Text',

@ Move into next step to select the type of data by clicking ‘Next’ button.

T.I.T ENG Co.,Ltd. Page 26
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Database

Select one of the options below,

{7 Mok use conneckion

ﬁ Microsoft Excel Worksheet:

Microsaft Access

Cancel << Previous i][ Mexk ==
|

@ Select Microsoft Excel Worksheet as a type of data.

@ Move into next step to select file by clicking ‘Next’ button.

P TITENG Co.Ld. Page 27 POINTMAN
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Connect wizard

Database

Input data file name to connect in the blank below ar click the right

button at the blank and choose a file vou want ko
conneck,

Eile
|C:'|,Sample'l,SampIe.xIs |E|

v Use the First recard as a kitle,

Cancel << Previous

® Bring excel data that is built by clicking ‘...” button.
® Decide if you use first record as a subject. (For Excel File)

(D Move into next step to select name of sheet by clicking ‘Next’ button. (For Excel File)

T.IT ENG Co., Ltd. Page 28 POINTMAN
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Database

Select a table namelor sheet name) o use below,

Err—

2 T=T= 0
Sheet3$

Cancel << Previous

@ Select name of Sheet.

@ Move into next part to finish by clicking next button.

™D T.ITENG Co. Ltd.
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E-unnect wizard

Database

Complete,
Al information needed for data connection has been set,
Save the sek infarmation by pressing 'Finish',

Press ‘Preview’ in order to see the set daka through this wizard,

(If there are many data, only upto 100 data will be shown, )

Preniew

Cancel << Previous

10 Finish Data Link by clicking ‘Finish” button.

- You can check currently linked data in advance by selecting ‘Preview’.

3) Design Card.

T.IT ENG Co., Ltd. Page 30 POINTMAN
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ID CARD

NAME:|NAME

PQ@AN NO.: |BARCOD

TITENG CO,, LTD

4-1. Design necessary items on card referring ‘Designing Card’.

4) Link data with items that is signed with red square above from Card Design.

D Open the window of Data Input by clicking button on the window of changing properties to link data.

‘ T.I.T ENG Co.,Ltd.
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Input Data

Select data input method.

" Direck input

) At imcrement

{+ Data field

Preview T

Input Data

after selecting data field to connect, press ‘add' button,

Crata Field | LI

BARCODE
MAME
PICTURE

Preview T

[ < < Previous ] [

@ Select Data Field to link.

P TITENG Co.Ld. Page 52 POINTMAN
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Input Data

after selecting data field to connect, press ‘add' button,

Crata Field MAME

Preview

MAME

[ << Previous ] [ Firish

@ Add data field by clicking “+’.

@ Finish link work by clicking ‘Finish’ button after checking if the name of data field appears on Preview.

T.IT ENG Co., Ltd. Page 33 POINTMAN
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4-2. Issuing Cards

4-2-1. Standard Issue

This is the standard method of issuing cards in case you copy and issue more than 1 card on the screen that is shown.

The method of issuing cards is

1) Select @ button from function button bar.

Carti Issue

= Prinker

Prinker :iTITEI"-.IG TP-200049100

Wi
R

‘I_' F i Status:Ready®

i~ Prink Optim@ | Copy Optin@

Ribbon :  ¥MCKD (i ]1
Card Inpuk :  Fronk
Cuality 256 Lewvel

v Front [ Back

[ Issue ][ Close

@D It shows the link condition of printer.

- “Not Ready” sign appears when the printer is not connected.

@ It shows the condition of print setting.

- You can click ‘Setting’ button to change ribbon and the direction of supplying cards. (Please refer 3. Setting of Option)

@ You can set the number of issuing cards and decide whether you print both sides of cards(For TP-9100) or not.

— You can set the number of issuing cards to issue more than 1 card.

T.IT ENG Co., Ltd. page 54 POINTMAN
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2) Start issuing work by clicking ‘Issue’ button.

Progress - Progress

Underway to s& ribbon type and to initialize printing. Underway to issue card.

EI @ IEI Start prinking

L] ] ][] [} 3 L] [ | ] |

Cancel Cancel

@ It shows the work that is on progressing.

- Issuing Cards, Controlling printer.

@ It shows the progress of indication or the condition of printer, etc.

- In case of malfunction, please refer Table of Error Codes from Appendix A.

@ Stop the issuing progress.)

- You can stop the progress of program; but, can’t stop the progress of printing.

P TITENG Co.Ld. Page 35 POINTMAN
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4-2-2. Issuing by Data Link
This is issuing method in case the design is same: but, the data is different. (Please refer 4-1-9. Data Link)

The method of issuing cards (The designed cards from 4-1-9 Data Link) is

Select @ button from function button bar.

|~ Printer

o e  Prinker | TITEMG TP-2000/9100 ID‘ CARD

tar t.iul.ss ue

Preview(Front)

o Status | Ready
-/ NAME: James Lee

I~ Print ption | Copy Option NO.: 90127854

Card Input ¢ Front
F W Fronk [ Back

Cuality : 256 Level
TITENG CO,, LTD
11 ':; rows from current row [ Select [ &l Select ][ Deselect Preview(Back)
No, F.Name L.Name
oe-019 Kang mi rae
0e-042 Kana eun jung
06-049 Ku Seon-mi
@ 0&6-018 Kim @yuung Hee
0e-012 Kim young Hee

06-0&64 Kim bo bae
06-010 Kim sung hyun

-

L Issue ” Close

— Unlike standard issue, the window of data additionally appears.

@D The line of * sign shows the current position.

P TITENG Co.Ld. Page 36 POINTMAN
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@ Only the data of line of @ can be issued as above.

— The data is automatically selected according to setting value by clicking ‘Select’ button.

- You can also easily select data by clicking “Whole Select” or “Whole Cancel”.

@ You can separately select or cancel data by clicking this area.

@ You can preview selected line by double clicking mouse.

1) Start issue by ‘Issue Button’. (Sample Image)

ID CARD

NAME:
NO.:

James Lee

90127854

TITENG CO., LTD

— Card Design is automatically changed as issue progresses by.

?2) The progress after this is same as 4-2-1 standard issue.

T.I.T ENG Co.,Ltd.
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4-3. Opening and Saving Design
4-3-1. Saving Design
You can save design in case you need to use the designed card again.

The method of saving card design is

Select @ button from Function Button Bar.

Save
Savein; |I.-:'? Card _'_| - Iff( '
test.card

&;

iy Recent
Documents

€

Desktop

=
-

=51 Lo}

! (=)
gy

%‘ 2\

A
)
s}
o

by Computer

==

tdu Hetwork File name: |tESt ﬂ

Places :
Saveastype | Card files [.card) | Cancel

1) Click ‘Save’ button after inputting file name.

— The standard saving position is in “Card” folder in this design program.
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4-3-2. Opening Design

You can use saved card design again.

The method of bringing card design is

Select @ button from function button bar.

Open

6

Wy Recent
Documents

F

Deskiop

)

= &
IR & =2
= 5 r L nk .
| =R/ = 4
= 3
o =
- o

Fdy Mebwork,
Places

Lok, jr: | | Card

test,card

=

2X]

= cf E-

File narme:

Files of type:

|test

-l Open |

| Card files [ card]

ﬂ Cancel

1) Bring file by clicking “Open” button after selecting the file or inputting file name on the section of file name.

— The standard opening position is in “Card” folder in this design program.
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5. Other Function

5-1. Control & Test of Equipment

Tools Ry ]

Prinkter Teskt

Database

) . ) . . Cipki
You can perform the function of printer control by selecting “Control of Equipment” from main menu. pHon

5-1-1. Control of Equipment
You can control the function of printer by inputting the command directly.
Control & Test

f* Cankrol i“Ms (" IC { RF

[ Eject ” Cancel Card inpuk direction (* Front 1 Back

Send | u-) | Excute L

D Input the command to control printer.

- The type of command is supplied by Programmer’s Guide(Please call the place you have purchased.)

@ Transmit the command to the printer.

TITE . Ltd.
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5-1-2. Test of Magnetic Strip

Control & Test

(" Cankral f* M5 { IC { RF

[ Eject ” Cancel ] Card inpuk direction (¢ Front ©  Back

| write || Read | ¥ Tracki W Trak2 ¥ Track3

\Write

Track 1 (1111111111
Input the azzembly of alphabet and figure upto 76 spaces
Track 2 [2222zzezzesz

Input only figures upto 37 spaces
Track 3 |33333333333333

Input only figures upto 104 spaces

Read

Tracl@ |

Track 2 |

Track 3 |

@D Sselect the track of Magnetic Strip to test.
@ Input data to encode on Magnetic Strip.

@ Indicate data to be decoded from Magnetic Strip.

‘j? T.I.T ENG Co.,Ltd.

TECHNOLOGY IN TECHNOLOGY

Page 41



TheDesigner 1.0 User Manual

5-1-3. Test of IC Card

Control & Test

" Conkral M5 {+ IC { RF

[ Eject ” Cancel ] Card inpuk direction f Front  Back

& ICCard(ID-1) ¢ Mobilggn-000)
reap | (&) |

@D Sselect the type of IC to test.

@ ATR(Answer to Reset) is shown in case of safe communication with IC.
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5-1-4. Test of RF Card

Control & Test

(" Cantral M3 ( IC (« RF

[ Eject ][ Cancel ] Card input direction {* Front © Back

Dkey & B  Key(ebytes) |FFFFFFFFFFFF Black { 063 ) |1 ol |

(eaamaas | | I
Datal 166yEes):
Dratal 16Bykes);

D select Key to use when writing and reading data on cards.

- Key has A & B by each sector and you can set the authority of access.
- Value of Key consists of 6Bytes and standard value is OxFF OxFF OxFF OxFF OxFF OxFF.
@ Set the position of reading or writing data on cards.
- RF with 1Kbytes capacity consists of 16sector, and each sector consists of 4 blocks.
- Block No. 0~2 of each sector is data block and data is can by written and read. (Block No. 0 of sector No. 0 is manufacturer’s own block, so can not be
used.)
- Block No. 3 is block that includes value of key and setting of access authority.
@ You can check card serial No.
@ You can input 16bytes data on the block position that is set on @.
© You can read 16bytes data from the block position that is set on @.
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6. Program Exit

You can exit program by clicking @ button from Function Button Bar.

In case there is design that has been changed or not saved, exit program after checking whether you save the design or not.

Save X
D There is a new file which is not saved.
\\_ﬁ

Wrill wou save the changed part?

You can save changed design by clicking ‘Yes’ on the screen above. (Please refer 4-3—1 Saving Design.

TITE . Ltd.
TECHNOLOGNI\J(iEg-I?\IC’)LOtGY Fage 44 P@AN



TheDesigner 1.0 User Manual

Appendix A. Table of Error Codes.

Error Type Error Codes Name of Error Codes. Error Details Solution
Please check if Printing Head Module is closed properly.
10 TPH OPEN Printing Head is open when printing.
Please exchange Printing Head check sensor.
11 TPH UP/DOWN FAIL Failure of printing head up/down. Please check Printing Head Module.
12 PATH JAM Card is jammed inside printer. Please check if card is jammed inside printer.
Temperature error occurred from printing | Temperature of Printing Head is too high or too low.
13 TPH TEMP ERROR
head. Please try again later. (Proper Temperature : 0° ~ 70°
Error Ribbon is cut or not sufficient. Please check remaining amount and condition of ribbon.
14 RIBBON ENCODER ERROR
Error of Ribbon Encoder. Please check the part of Ribbon Encoder.
Please check Media(Card) Error.
15 MEDIA ERROR Media Error.
Please check Path Sensor.
Please reboot printer and check again.
16 EEPROM FAIL Failure of EEPROM R/W.
Please exchange EEPROM.
17 IC MODULE UP/DOWN FAIL Failure of IC Module up/down. Please check the position of IC Module.
Warning 20 COMMAND ERROR Reception of command by wrong format. Please check FORMAT of Data to transmit.
21 INVALID PARAMETER Reception of Parameter by wrong format. Please check PARAMETER of Data to transmit.
Data is not completely transmitted. Please check
22 TIMEQOUT COMMAND TIMEQUT.
connection of printer.
23 IC CANTACT ERROR IC CONTACT Error. Please check IC CONTACT Module.
24 MS ENCODE ERROR MS ENCODING Error. Please check the part of MS FEEDING.
25 MS READ ERROR MS ALL TRACK is not readable.
26 MS READ STX ERROR Can’t find STX when MS READ.
27 MS READ PARITY ERROR PARITY Error when MX READ.
28 MS READ ETX ERROR Can’t find ETX when MX READ.

T.I.T ENG Co.,Ltd.
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29 MS READ LRC ERROR LRC Error when MX READ.
Please the part of IFM B/D INTERFACE.
30 IC MODULE TIMEQUT Can’t communicate with IC MODULE.
Please check IFM B/D.
Please check the part of RF B/D INTERFACE.
31 RF MODULE TIMEOUT Can’t communicate with RF MODULE.
Please check RF B/D.
Please check the part of SAM B/D INTERFACE.
32 SAM MODULE TIMEOUT Can’t communicate with SAM MODULE
Please check SAM B/D.
33
Please check HOPPER
34 CARD INPUT TIMEOUT CARD INPUT TIME OUT
Please input card on time.
35 RIBBON NEAR END Ribbon is not sufficient Please arrange ribbon to exchange.
36 RIBBON END Ribbon is exhausted)(For YMCKO Ribbon Please exchange ribbon.
Can’t communicate with CHANGER
50 CHANGER MODULE TIMEOUT Please check the part of CHANGER B/D INTERFACE.
MODULE
Please check CHANGER B8/D.
51 CHANGER ACK TIME OQUT No response from CHANGER
CHANGER HOME POSITION
52 Position Error of CHANGER
ERROR
53 CHANGER TURN UP ERROR
54 CHANGER CARD INPUT TIMEOUT | Card Input Timeout from hopper.
Please check CHANGER MODULE.
55 CHANGER CARD INPUT JAM Jammed in Changer when Card Input
56 CHANGER CARD JAM Jammed in Changer when Card Output
Position error of Changer when MEKA
57 CHANGER CARD EXIST
initialization and Card is also inside printer
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